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Minimum 4" for service
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Models:
CE

12, 15 & 18 kW,

P.O. Box 1750
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R.E.W. 11 Oct. 2005Rev. Description Date By

10"

29 ¾”  

Left Side

Minimum front clearance per
NEC and local code

20"
Recommended

18"

Conduit if end entry
is used

Conduit if back entry is used

TOP

Minimum 4" for service
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Clearances

TOP

FRONT

Floor

15 ¼”
PHS

15 ¾”
PHS

31"
PHS

18"
Minimum element 

removal space 

Plumbing space
As required

18" recommended
minimum

Wall
Conduit if back entry

Is used

Minimum 6" for service Conduit if end entry
is used

Plumbing space
As required

18"
Minimum element 

removal space 
Minimum front clearance per

NEC and local code

15 ¼”
PHS

28 ¼”
PHS

Models: CPH & PHS
24 & 30 kW,

 36, 45, 54 & 57 kW

(60, 66 & 72 kW export only)

P.O. Box 1750
Kent WA 98035-1750

R.E.W. 6 Oct. 2005

Lid

12 ¼”
CPH

24 1/8"
CPH

13 ¾”
CPH

12 ¼”
CPH

26"
CPH

Rev. Description Date By

10/10
2005 REWA Added CPH


